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•  172 Built-in stitches

• On board letters, 2 types

• 9 One-step buttonholes

• 7-Piece feed dog system

•  Up to 1,000 stitches per minute

•  Maximum 9mm stitch width

•  Maximum 5mm stitch length

• 91 Needle positions

•  Memorized needle up/down

•  Independent bobbin winding 
motor

•  Top Loading full rotary hook 
bobbin system

•  Auto declutch bobbin winding

• Snap-on presser feet

• Drop feed

• Superior needle threader

• Automatic thread cutter

• Remote thread cutter port 
(optional accessory)

• Start/Stop button

• Easy reverse button

• Locking Stitch button

• Twin needle guard

•  Individual and combination 
stitch editing

•  Last stitch recall capability

•  Programmable Direct Select 
Keypad with favorite stitches

•  One-step needle plate 
conversion

• Speed control slider

• 3 High powered LED lights

• 3.6" LCD Screen

• 5 memory banks

•  Extra high presser foot lift with 
locking mechanism

• Foot pressure adjustment

•  Upstanding Dual thread stand 
(vertical delivery)

•  High caliber construction 
for Superior durability – ball 
bearing design

• 25 Year limited warranty

SEWING

STREAMLINED SHAPE 
AND ENHANCED LIGHTING

AUTOMATIC THREAD CUTTER 3.6" LCD SCREEN

1000 SPM - TOP LOADING 
BOBBIN SYSTEM

10" ALL METAL 
SEAMLESS FLATBED

ONE-STEP NEEDLE 
PLATE CONVERSION

Included Accessories
•  Zigzag foot A
• Overcast foot M
• 3mm Rolled hem foot
• Zipper foot E

• Satin stitch foot F
• Blind hem foot G
• Darning foot PD-H
•  Automatic buttonhole foot R

•  Convertible free motion 
quilting foot set (Open toe, 
Closed toe, Clear view toe)

•  Straight stitch needle plate

•  Standard 3 hole needle plate
•  Includes a Getting Started 

Guide and dust cover
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